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Model Polar Pattern Frequency Response Additional Specifications Accessories Furnished
AT801 40 - 18,000 Hz Sensitivity: —48 dBm AT8405 snap-in stand
Electret ' e [ Impedance: 600 ochms clamp; Battery. 1612’, 2-
Condenser - - Max Input SPL: 125 dB, cond.; shielded cable with
; -t N 1% T.H.D. XLRF conn. mic end. Specify
o | SIN: 50dB/ubar 14" or XLRM output end.
| Battery: 1.5V AA Type Protective vinyl case.
| [T [T ]| BattLife: 6 months
o R T I Switch: On/Off
omni mene ke Connector: XLRM
AT802 ; 50 - 15,000 Hz Sensitivity: —56 dBm AT8405 snap-in stand clamp.
Moving Coil I Impedance: 600 ohms 16%2', 2-cond.; shielded
Dynamic o i Connector: XLRM cable with XLRF conn. mic
e d 1l N end. Specify %" or XLRM
B wep il A output end. Protective
‘%T vinyl case.
2 100, 200 B0 AK 2K 5K 10M Z0K
Frequency in Henz
omni
AT803a 30 - 20,000 Hz Sensitivity: —49 dBm AT8411 tie clip*
Sub-Miniature . . Impedance: 400 ohms AT8116 windscreen
Clip-On | Il | !I Max Input SPL: 130 dB, Battery
Electret e | | I 1] C 1S :/ﬁ T.H.4I%.d o Protective vinyl case.
Condenser = hn Battery: 1.5V N Type *AT8412 double tie clip
& :l : | i| gati‘ H'g ?Oraoxtzs = also available
SESE I | witch: On udio/Batt
e L L B SRR Note: Also operates on
Omni B i Conngotor: XLHM 9-52V phantom power
AT805S 50 - 15,000 Hz Sensitivity: —57 dBm AT8413 tie clip
Miniature Impedance: 600 ohms Foam windscreen
Clip-On [ 01| ‘. Max Input SPL: 130 dB, Battery
Electret el | | - 1% T.H.D. Protective vinyl case.
Condenser o ! ! S/N: 50dB/ubar
E f I [ Battery: 1.4V Mercury cell
i Bl J Batt. Life: 600 Hours
B e ol Switch: On/Off
& omni Froquancy n Henz Connector: XLRM
AT811 50 - 20,000 Hz Sensitivity: —56 dBm ATB405 snap-in stand
Electret T T T i Impedance: 600 ohms clamp. Battery. 161%', 2-
Condenser = T Bl Max Input SPL: 130 dB, cond.; shielded cable with
;j_ L 1% T.H.D. XLRF conn. mic end. Specify
g'“ o | S/N: 50dB/ubar 14" or XLRM output end.
] | | Battery: 1.5V AA Type Protective vinyl case.
| [T [ Batt Life: 6 months
i Al E N R R e A Switch: On/Off
(CETAIOIE) | T R S === s R Connector: XLRM
AT812 50 - 15,000 Hz Sensitivity; —60 dBm AT8405 snap-in stand clamp.
Moving Coil | R Impedance: 600 ohms 16%2’, 2-cond.; shielded
Dynamic = = Switch: On/Off cable with XLRF conn. mic
B e Connector: XLRM end. Specify %" or XLRM
g ™ output end. Protective
§ T vinyl case.
i 50 0 200 500 3
(Calsdr::)id) LEGENDE%”W“M““ Frequency In Hm:ﬂ 2 it
AT813 40 - 20,000 Hz Sensitivity: —55 dBm AT8405 snap-in stand
Electret el I I Impedance: 600 ohms clamp. Battery. 162/, 2-
Condenser + =t Max Input SPL: 125 dB, cond.; shielded cable with
e L B Ty 1% T.H.D. XLRF conn. mic end. Specify
fosl S/N: 50dB/ubar %" or XLRM output end.
E t Battery: 1.5V AA Type Protective vinyl case.
[T il Batt Life; 6 months
Uni e 200 =00 M Bk 1K 20K Switch: On/Off
(Cardioid) LEGEND === ;; it Connector: XLRM
AT813R 30 - 20,000 Hz Sensitivity: —49 dBm AT8405 snap-in stand
Remote- TR ] ] [ Impedance: 200 ohms clamp. 162’ 2-cond., shield-
Powered g, s | Max Input SPL: 141 dB, ed cable with XLRF conn.
Electret PP 1% T.H.D. mic end and XLRM output
Condenser g i SIN:  50dB/ubar end. Protective vinyl case.
: g Power Reqg'd: 9-52V D.C.
s i o S ) R
Uni _....f. - S Fr T:n: |:|Kmr|z : R onnector:
(Cardioid) : eIy Y

Polar pattern scale is 5 dB per division **AT8501 dual 9 volt battery supply available.




Model Polar Pattern Frequency Response Additional Specifications Accessories Furnished
AT814a 50 - 16,000 Hz Sensitivity: —56 dBm AT8406 tapered slip-in stand
Moving Coil 11 [T Impedance: 250 ohms clamp. 16%2', 2-cond.; shield-
Dynamic g, T Lol Connector: XLRM ed cable with XLRF conn.

e ELiiP mic end. Specify %" or
§ i " XLRM output end. Protec-
] a tive vinyl case.
Unl ~ = LEGEND ---Ef- w_"m —‘m_;ou?:nny IL‘Hmzx I
(Cardioid) R L
AT815a 40 - 20,000 Hz ISensLtivity: = 461.5thm AT8405 snap-in stand
Electret Condenser mpedance: ohms clamp; Battery. 1612, 2-
Line/Gradient o Al I Max Input SPL: 115 dB, cond.;’shielded cable with
- = = 3% T.H.D. XLRF conn. mic end. Specify
SI/N: 50dB/ubar 2" or XLRM output end.
Battery: 1.5V AA Type Protective vinyl case.
Batt Life: 4 months Foam windscreen.
T T T P L Switch: Flat/Roll off

Unidirectional

Frequency In Hertz

Connector: XLRM

AT815R
Electret
Condenser

Line/Gradient

40 - 20,000 Hz

il

i A=

Sensitivity: —43 dBm
Impedance: 200 ohms
Max Input SPL: 140 dB,
1% T.H.D.

S/IN:  50dB/ubar
Power Req'd: 9-52V D.C.
Phantom Power**

AT8405 snap-in stand
clamp. Foam windscreen.
16%2" 2-cond., shielded
cable with XLRF conn.
mic end and XLBRM output
end. Protective vinyl case.

I 3 W0k 0K Connector: XLRM
@ Unidirectional Ay
AT831a 4 40 - 20,000 Hz (close) 70 - 20,000 (distant) | Sensitivity: —50 dBm AT8411 tie clip*
Sub-Miniature Qg : 1 : Z=c Impedance: 400 ohms AT8116 windscreen
Clip-On [T LU Max Input SPL: 130 dB, | Battery
Electret 2] i LA 1% T.H.D. Instrument adapter
Condenser EW Pl | i SIN:  45dB/pbar Protective vinyl case.
2 ) 1 A _ Battery: 1.5V N Type *AT8412 double tie clip
T I gatt. tlfg: 4 cr)??nths available
Uni W w0 0 W W 5 20K witch: On/ Audio/Batt WET'AISO operates on
(Cardioid) B - i Connector: XLRM 9-52V phanigm power

AT835 40 - 20,000 Hz Sensitivity: —44.5 dBm AT8405 snap-in stand
Electret _ TTT == T T Impedance: 600 ohms clamp; Battery. 16%2’, 2-
Condenser S A== I,? AREER : Max Input SPL: 115 dB, | cond.; shielded cable with
Line/Gradient 5 s 3% T.H.D. XLRF conn. mic end and
e g'“"l 41 11 S/IN:  50dB/ubar XLRM output end. Foam
LB | I | Battery: 1.5V AA Type windscreen. Protective vinyl
[ Batt Life: 4 months case.
=N B =) S0 W K we 208 Switch: Flat/Roll off
LEGEND st Fracuency in Mertr
Unidirectional |  >=1—* | = — = Connector: XLRM
AT836 P 50 - 17,000 Hz Sensitivity: —56 dBm AT8406 slip-in stand
Moving Coil i M Impedance: 250 ohms clamp; 1642/, 2-cond.;
Dynamic g | P T ==y Connector: XLRM shielded cable with XLRF
(s 03 IV conn. mic end and XLRM
kY | { output end. Protective vinyl
/ . | case.
W0 a0 w0 1K@ 5 J ok 20K
(Cardioid) B e
AT838G 100 - 10,000 Hz Sensitivity: —63 dBm
Moving Coil [T111 Impedance: 600 ohms
Dynamic i ot = Connector: XLRM
|
v
: 80 oo @0 B0 M M ik 2|
(Cardloid) ] Sl SR

Polar pattern scale is 5 dB per division **AT8501 dual 9 volt battery supply available.




MICROPHONE ACCESSORIES

WINDSCREENS (8100 Series)

AT8101 For AT801

AT8111 For AT811

AT8112 For AT812

AT8114* For AT813, AT814a
AT8115 For AT836

AT8116 For AT803a, AT831a

*AT8114 also available in Blue, Green, Red, White &
Yellow. (Standard Gray will be supplied unless another
color is specified.)

LINE MATCHING TRANSFORMERS (8200 Series)
AT8201 Lo-Z/Hi-Z XLR/A3F in, %" phone plug out
AT8202 In-Line Attenuator (10, 20, 30 dB)

CABLE ASSEMBLIES (8300 Series)

AT8302 162 ft. with XLR/A3F, %" phone plug

AT8303/25* 25 ft. extension cable with XLR/A3F and
XLR/A3M connectors

AT8305 20 ft. with XLR/A3F, Lo-HiZ xfmr, %" phone plug
*AT8303 series cables are available at
authorized Audio-Technica microphone dealers
in lengths of 10, 18, 25 and 50 ft. and in six
colors in 25 ft. lengths.

MICROPHONE MOUNTS (8400 Series)

AT8405 Snap-in mic clamp

AT8406 Slip-in tapered clamp

AT8407 Universal, spring-loaded mic clamp
AT8410a Shock mount

AT8411 Tie clip for AT803a, AT831a
AT8412 Dual tie clip for AT803a, AT831a
AT8413 Tie clip for ATB05S

AT8414 Tie tac for AT803a, AT831a

POWER SUPPLIES (8500 Series)
AT8501a Dual 9 Volt Battery Phantom Power Supply

MICROPHONE STANDS (8600 Series)
AT8601 Desk Stand
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