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SPECIFICATIONS PARTS  LIST
Ref. No. Part No. Description

1 2-102-754-01 SCREEN, WIND
2 A-1063-591-A OVERALL ASSY, MAIN
3 3-091-733-01 HOLDER (B)
4 3-970-278-01 POUCH

not supplied BATTERY, LITHIUM (CR2032 TYPE)
(installed on the microphone)

not supplied MANUAL, INSTRUCTION
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Type MS (Mid-Side) stereo system
Frequency response 150 - 15,000 Hz
Microphone cord length

 Approx. 28 cm (11 1/8 in.)
Power requirements Lithium battery (CR2032)
Battery life (At room temperature) Approx. 100 hours

(with a CR2032 battery, in 4CH MIC mode)
Operating temperature

0 °C to 40 °C (32 °F to 104 °F)
Storage temperature −10 °C to 60 °C (14 °F to 140 °F)
Dimensions Approx. 87.8 mm × 91.5 mm × 26.6 mm

(3 1/2 × 3 5/8 × 1 1/16 in.)
(excluding tab, thumb wheel, cord)

Mass Approx. 80 g (2.9 oz) (including the battery)
Supplied accessories Wind screen (1), Sony lithium battery CR2032 (1)

(installed on the microphone), Carrying pouch (1),
Operating Instructions (1)

Pick up pattern front 90°, rear 120°

Design and specifications are subject to change without notice.
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