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Omni-directional dynamic microphone for outdoor use
in all weather conditions.

The new Sony F-115is an all-weather dynamic
microphone with built-in waterproof screen that keeps rain,
condensation, and dust out, but lets all the sound come
through. For conditions of severe rain, snow, sleet, or heavy Polar pattern
dust, the F-115 also comes with a doubly-structured
accessory wind screen. Special packing material inside the
F-115 microphone capsule assures unfouled connections.
And to keep microphone touch noise to a minimum, the
F-115 has a vibration-proof rubber mounting.

Special features of the all-weather F-115;:
Built-in Waterproof Screen.

— Double-Structured Accessory Wind Screen.
Anti-fouling Packing Material.
Vibration-proof Rubber Mounting.

Balanced Output with XLR Type Plug.
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F-115 with accessory wind screen for severe weather conditions Frequency in Hz

> Capsule Type Dynamic Cable Plug Type XLR-3 Type
Directivity omni Dimensions max. dia. 1547
Q. @ Frequency Response Hz 40~12,000 length 67"
y Output Impedance 600 ohms Weight 9.5 0z.
\ =0 Open Circuit Output Level —54 dB Supplied
> 0dB — 1V/10x bar @ 1KHz 2.0mV Accessories Carrying Bag
Mic Connector Fixed Wind Screen
Mic Cable Length 20 ft. MIC Holder

Specifications are subject to change without notice




